METER SOCKET AS REQUIRED BY
UTILITY COMPANY. FOR WIRING,
REFER TO STD.-509-L.

SERVICE DISCONNECT AND CIRCUIT
BREAKERS

FABRICATE SHEET METAL ENCLOSURE
FROM 18-GAGE GALVANIZIED STOCK
PAINT TO MATCH COLOR OF CABINET
AND SERVICE ENCLOSURE, AND IN-
STALL OVER EXPOSED CONDUIT.

CONDUIT TO UTILITY
COMPANY SERVICE POINT

"X"

"W"

INCREASE WIDTH BY DIMENSION "X"

ELEVATION

TYPE "M" CABINET

TOP OF PEDESTAL SHALL BE
LARGE ENOUGH TO PROVIDE A
1" CLEARANCE AROUND THE BASE
OF THE CABINET AND SHEET
METAL ENCLOSURE

PCC PEDESTAL FOUNDATION IN
ACCORDANCE WITH THE CALIFORNIA
STANDARD SPECIFICATIONS AND
STD. PLAN NO. ES-48b, EXCEPT
AS NOTED HEREAFTER.

SAME AS NOTED
ABOVE

SAME AS NOTED
ABOVE

TYPE "P" OR "R" CABINET

CABINET FOUNDATION IN ACCORDANCE
WITH THE CALIFORNIA STANDARD
SPECIFICATIONS AND STD. PLAN
NO. ES-48b, EXCEPT AS NOTED HEREAFTER.
TYPE "P" CABINET FOUNDATION
SHALL EXTEND 18" ABOVE GRADE

ELEVATION

CITY OF NEWPORT BEACH
PUBLIC WORKS DEPARTMENT

TRAFFIC SIGNAL SERVICE
(MODIFIED TYPE II)

APPROVED:

DIRECTOR OF PUBLIC WORKS
R.C.E. NO. 3896

DATE 7 Sep 1994 SCALE N.T.S.

DRAWN M. GRACIA STD-910-L