PLUG FOR ABANDONED DRIVEWAY

NOTE:
1. CONCRETE SHALL BE 560–C–3250.

CITY OF NEWPORT BEACH DEPARTMENT OF PUBLIC WORKS

PLUG FOR ABANDONED DRIVEWAY

DRAWN: P. Kharazmi
DATE: 11/3/2020

STANDARD DRAWING NO. 165

CITY ENGINEER

 nel

DATE: 11/24/2020

FORMER CITY STANDARD PLAN NUMBER (2004 EDITION): STD 165–L

EXISTING JOINT

4'-0" MIN

DRIVEWAY WIDTH

4'-0" MIN

EXISTING SIDEWALK

BACK OF CURB

FLOWLINE/ TOP OF CURB

EDGE OF GUTTER

FULL DEPTH SAWCUT TO A VERTICAL PLANE ALL AROUND

REMOVE AND REPLACE IF 5' OR LESS (TYP)

REMOVE EX. DRIVEWAY AND DEPRESSED CURB.
REPLACE WITH STANDARD CONCRETE CURB,
CURTIER & SIDEWALK OR MATCH EXISTING.

NOTE:
1. CONCRETE SHALL BE 560–C–3250.

SECTION A-A

CONSTRUCT STD CURB & GUTTER TO MATCH EXISTING

CONSTRUCT STD CONCRETE SIDEWALK TO MATCH EXISTING

COLD JOINT OR WEAKENED PLANE JOINT 2% MAX

4" P.C.C.

FILL OLD DRIVEWAY AREA WITH COMPACTED CBG

1" WIDE BY 1' DEEP AC PATCH BACK

EXISTING AC

NOTE:
1. CONCRETE SHALL BE 560–C–3250.